HAUSSTAND
Elektronik

Technical data

Dimensions:

1657 x 86 x 57.8 (width x he|ght X
installation depth in mm)

Voltage supply:
DC 12V +10%

Power consumption:
approx. DC 18W

Operation temperature:
-20°C ..+50°C

Protection class:
[P 20

BACUni sGI-DIM4-435-235=

HAUSSI AND
| Elektronix

Description

* 32 bit processor RISC Cortex M3, 120MHz

» 12x analog sensors (0-6600 Ohm)

« 2x 0-10V output

* 2x open drain input or 1x open drain input and 1x IR output
* 1x Wiegand26/34 interface or 2x binary input

* 4x dimmer output .
(up to 400W each, but up to 1100W in total)

* 1x RS232/RS485 interface (also you can connect GSM-
modem via RS232)

* 1x 1-Wire interface
« 2x relay bA, 240V (NO/NC group)
« 2x relay 5A, 100V (NO group)

» Ethernet interface (10/100 MBit/s) useable as a communi-
cation interface via BACnet

* 1x SDHS flash card with up to 8GB
*RTC
» Reserve power supply for RTC (cr1220 battery)

Controller support Ethernet IEEE802.3, TCP/IP, BACnet over TCP/IP. Controller also support stan-
dard BACnet objects such as Analoglnput, AnalogOutput, Accumulator, Binarylnput, BinaryOutput,
Life Safety Point, Life Safety Zone, Credentiallnput etc., as well as custom objects Dimmer, RGB,

Scene, Engine.
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